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 Z-START PRO CROSS-SECTION VIEW 

 

 

 
 

INCLUDED PARTS 

 

Item   Item  

Ã Top Plate 
Ã Pressure Plate 
Ã Rekluse Center Clutch 
Ã Retaining Ring 
Ã (1) RMS Friction Disks  
Ã (8) RMS Measured Drive Plates 
Ã  (1) RMS 0.065ò Drive Plate 

(Adjustment Plate) 
Ã Rotating Hub Assembly 
Ã Rekluse Spring Carrier 
 

 

  Ã Needle Bearing 
Ã (2) Flat Thrust Washers 
Ã (27) 7/16ò Chrome Steel Ball Bearings  
Ã (18) 7/16ò Tungsten Carbide Ball 

Bearings  
Ã (10) M4x12 Torx Head Screws 
Ã C200M4 Wave Spring 
Ã C150M4 Wave Spring 
Ã T-20 Torx Bit 
Ã Blue Loctite 243 
Ã Rekluse Wire Gauges 

 
   
   
   
   
   
   
   
   
   
   

REQUIRED TOOLS 

 

 8mm socket 

 10mm socket 

 27mm or 30mm socket  
(for center clutch nut) 

 

 

 T-20 Torx bit (supplied) 

 Impact Wrench 

 Snap ring pliers 
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 BIKE PREPARATION AND DISASSEMBLY 

1. Disconnect the clutch cable at the 
clutch perch. 

 
2. Lay bike on right side. CAUTION: 

fuel may drain; to prevent fire hazard, 
place a suitable container beneath 
bike to catch fuel. 

 
3. Remove shift lever. 
 

4. Remove clutch actuator arm. 
 

5. Remove clutch cover.  
 

6. Remove bolts and springs from OEM 
pressure plate. 

 
7. Remove OEM pressure plate. 

 
8. Remove OEM clutch throw-out 

retaining ring with snap ring pliers 
and set aside. Remove OEM clutch 
throw-out from the pressure plate and 
set aside. The snap ring and throw-
out will be re-installed. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
9.  Remove the clutch pack (friction 

disks and drive plates).  
 
10.  Remove the OEM center clutch 

hub following the steps outlined in 
the vehicle manufacturerôs service 
manual. Retain the OEM Lock 
washer. 

 
 Also, see the center clutch removal 
tip sheet (Appendix A) for further 
assistance. 

 
11.  Retain OEM thrust washer located 

between OEM clutch basket and 
OEM center clutch hub.   

 

NOTE: thrust washer may be 
stuck to bottom of OEM center 
clutch hub. 

  
 

 
 
 
 
 
 
 
 
 
 
 

 




