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Z-START PRO CROSS-SECTION VIEW 

 

 

 
 

 

 

INCLUDED PARTS 

 

Item   Item  

Ã Top Plate 
Ã Pressure Plate 
Ã Rekluse Center Clutch 
Ã Retaining Ring 
Ã (7) RMS Measured Drive Plates 
Ã (1) RMS 0.060ò Drive Plate (Adjustment 

Plate) 
Ã Rotating Hub Assembly 
Ã External Tab Lock Washer 
Ã Throw-out Spacer (ó03-ó05 Models 

Only) 
 

  Ã (27) 7/16ò Chrome Steel Ball Bearings 
Ã (10) M4x12 Torx Head Screws 
Ã Wave Spring Locator 
Ã Wave Springs (See Tuning Chart) 
Ã T-20 Torx Bit 
Ã Blue Loctite 243 
Ã Rekluse Wire Gauges 

 
   
   
   
   
   
   
   
   
   
   

 
 

REQUIRED TOOLS 

 

 8mm socket 

 10mm socket 

 27mm or 30mm socket 
(for center clutch nut) 

 T-20 Torx bit (supplied) 

 Impact Wrench 

 2 Sets of Feeler Gauges (optional) 
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Plate 

Friction 
Disk 

Drive 
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Rotating Hub 
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bearing and washer 
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Clutch Lock 
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Locator 
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BIKE PREPARATION AND DISASSEMBLY 

 

NOTE: ô02-ô03 models come with .070ò 
friction plates stock. Owners of these 
models must verify thickness of their 
friction plates; if they are .070ò they will 
need to be replaced with .078ò (ô04 and 
newer) friction plates. 

1. Shut off fuel at petcock. Lay bike on left 
side. CAUTION: fuel may drain from 
carburetor; place a suitable container 
beneath bike to catch fuel to prevent fire 
hazard. 

 
Outlaw/KTM ATV Owners: 
Lean the quad against a fixed stationary 
object at a suitable angle so that the quad 
is stableðthe further you lean it over the 
easier the install will go.  Place blocks or 
stands under front and rear wheels to 
prevent the quad from falling.  When Quad 
is tipped on its side be prepared to catch 
the excess gas and oil in a suitable 
container to prevent a fire hazard. 

 
2. Remove clutch cover. 

3. Remove bolts and springs from OEM 
pressure plate. 

WARNING: Once pressure plate and 
springs are removed, there will no longer 
be pressure against the hydraulic 
system. DO NOT pull in clutch lever until 
z-Start Pro is completely installed or 
slave cylinder housing will be damaged 
and will need to be replaced. 

4. Remove OEM pressure plate. 

5. Remove OEM clutch throw out and set 
aside. 

6. Remove the clutch pack (7 friction disks 
and 8 drive plates) and set aside. 

7. Remove the OEM center clutch hub 
following the steps outlined in the 
vehicle manufacturerôs service manual. 

8. Retain OEM thrust washer located 
between OEM clutch basket and OEM 
center clutch hub. 
 

NOTE: thrust washer may be adhered to 
bottom of OEM center clutch hub. 

 

INSTALLING THE Z-START PRO CENTER CLUTCH 

 
9. Install the Rekluse Center Clutch with 

the OEM thrust washer behind it on top 
of the basket. 

10. Install the included Rekluse external tab 
lock washer over the main-shaft on top 
of the Rekluse center clutch. 

11. Bend middle tab down aligned with flat 
side of the Rekluse Center Clutch. 

12. Torque the center clutch nut to the 
specified torque found in the 
manufacturerôs service manual. 

13. Using a pair of adjustable pliers, bend 
remaining two tabs of external tab 
washer up against the nut securing it. 
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INSTALLING THE CLUTCH PACK

 
14. The 7 Rekluse steel drive plates packaged with the Rekluse Center Clutch come 

pre-measured and are the 7 steel drive plates you will start with. 
 

Install 1 Rekluse steel drive plate onto the Rekluse Center Clutch. 
 

Note: A Rekluse steel drive plate must be the first clutch plate installed. 
 

 
 

 

15. Install the stock friction disks with a Rekluse steel drive plate between each one.  
See following chart: 

 

Note: With the z-Start Pro you use 7 Friction disks and 7 Rekluse Drive Plates. 

 
 

Top of Pack 
 
Stock Friction disk                                  Last Plate In 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate 
Stock Friction disk 
Rekluse Steel Drive Plate                          First Plate In 
 

Bottom of pack 
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INSTALLING THE Z-START PRO CLUTCH 

 

16. Place lower assembly into Rekluse 
center clutch hub. You must align 
the three cut-outs in the lower 
assembly with the corresponding 
tabs in the center clutch.  

 

     

 
 

17. Using a pair of mechanics gloves 
(the edges of the ring can be sharp 
and may cut you), install the 
retaining ring into the Rekluse 
Center Clutch ring groove.  

 

You must ensure the retaining ring is 
snapped into the groove. Start the 
square end of the ring and thread the 
ring into the groove as shown, 
ensuring that the scalloped end of the 
ring is clockwise in relation to the 
square end. 
 

WARNING: Scalloped end of ring 
MUST be oriented as shown 
above-right. 

 

 
Threading retaining ring into groove 

 
 
 

 
Use a screwdriver to ensure the ring is 
seated by sliding along the ringôs inner 
diameter. 
 

WARNING: It is CRITICAL  that the 
retaining ring is fully seated using 
a screwdriver, or clutch damage 
WILL occur.  

 
 
 
 
 
 
 
 
 

Scalloped end of ring correctly 
oriented: clockwise in relation to 
square end. 

Rekluse lower 
assembly 

Cut-outs 


