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Required Tools To Assemble Basket 
1/4-inch Driver Torque Wrench 
High Strength Red Loctite  

 

Basket Overview 
 

 

Basket 

Retaining Plate 

Stock Ring Gear 

M6 Screw 

Cushion 

Generic Basket Diagram 



Included Parts 
 

TCS Clutch Basket Core 6 – M6 x 1 x 10 Socket Head Screws  
Retaining Plate M3 Allen Socket 

 

Bike Preparation and Disassembly 
 

1. Following the procedures in the OEM service manual, remove 
the existing clutch basket from the engine. 

 
2. Remove the rivets holding the primary ring gear to the OEM 

aluminum clutch basket. The rivets can be removed by milling, 
drilling, or grinding the heads off of the ring gear side of the 
OEM basket.  See picture next page.  

 
 



 
  

Warning:  When removing the OEM rivets, do not damage the steel 
ring gear as it will be used with your new Rekluse TCS Clutch Basket. 
 

3. Remove the OEM retaining plate, cushions, and ring gear from 
the OEM basket taking note of how everything will be 
reassembled.   The OEM cushions and ring gear will be re-used 
with your Rekluse TCS Clutch Basket. 

   
4. Install the OEM cushions onto the Rekluse TCS Clutch Basket. 

See following picture.  
   

 

The KX/RM 65 Basket 
has 6 dampeners and 
they are round. 



5. Install the OEM ring gear and new retaining plate onto the 
Rekluse TCS Clutch Basket.  See following picture. 

 

 
 
 
6. Apply high strength red Loctite  to the M6 fasteners and install 

them into the clutch basket assembly.  Tighten to 80 in-lbs (6.6 
ft-lbs) in a criss-cross pattern to compress the assembly evenly.  

 

 
 



7. Using a hammer and punch, peen over the ends of the screws 
where they come through the bottom-inside of the clutch 
basket.  See following picture. 

 

 
 

8. Install the new clutch basket assembly into the engine following 
the procedures in the OEM service manual. 

 
9. For z-Start installation, refer to the z-Start Installation Guide 

that was included with the z-Start Clutch.  For re-installing your 
stock clutch follow the procedures in the OEM service manual. 
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