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REQUIRED TOOLS 

 

 ProStart Installation Kit ï Sold 
Separately 

 11/16ò wrench 

 3/16ò Hex Key 

 7/32ò Hex Key 

 5/16ò Hex Key 

 4mm Hex Key 

 Snap Ring Pliers 

 2 sets of feeler gauges 

 Torque Wrench 

 Blue Loctite 243 (oil-resistant) 

 Safety Glasses 

 Vacuum 

 

INCLUDED PARTS FOR THE PROSTART CLUTCH 

 

Ã ProStart Clutch Assembly 
Ã Throw-out Spacer 
Ã 6 x M6 Button Head Screws-assembled 

inside the ProStart Clutch Assembly 
Ã 9 x .047ò (1.2mm) Drive plates 
Ã 3 x .055ò (1.4mm) Drive plates 
Ã Rekluse 12 Tab Friction Disk 
Ã Rekluse 6 Tab Friction Disk 

Ã Rekluse Clutch Lever Pin 
Ã Clutch Lever Return Spring 
Ã Return Spring Washer 
Ã 10mm Snap Ring 
Ã Rekluse Bib 
Ã 2 x 6mm Washers (Not used on ó07 

Models) 
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RMS 263 INSTALL KIT ð PURCHASED SEPARATELY 

 

Ã Guide Plate 
Ã Clutch Standoff milling tool 
Ã #9 Drill Bit 
Ã Primary Cover Milling Tool 

 

 
 

 

 

 

 

BASIC PROSTART CLUTCH OPERATION  

 
The ProStart Clutch functions through centrifugal force. As engine RPM increases, the balls contained in 
the ProStart Pressure Plate travel up the ball ramps and push against the Top Plate.  This action forces 
the Pressure Plate to engage the clutch pack. 

 
 

Installation Tips 
 In order for the ProStart Clutch to perform properly, it must be installed properlyðread each step of 

this manual to guarantee proper installation. 
   

 The ProStart Clutch comes assembled and should never be disassembled. 
 

 Measuring and maintaining the Installed Gap is critical. If the Installed Gap is too large the clutch will 
slip excessively and cause rapid clutch wear. If the Installed Gap is too small, the clutch will drag and 
cause engine stall. 

 

 A pair of calipers is helpful for measuring steel drive plates. 
 

 In order to install the ProStart Clutch you will need to purchase the install kit, RMS263. 

 
 
 

 #9 Drill Bit 

 Primary Cover milling 
tool 

 Clutch Standoff milling 
tool 

 Guide Plate 
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BIKE PREPARATION AND DISASSEMBLY 

 

1. Place the motorcycle on a suitable lift in an 
upright, level position. 

 

2. Following the guidelines in the H-D Service 
Manual, drain the Primary chaincase oil. 

3. Adjust the in-line clutch cable adjuster so 
that it is all the way in. See following 
picture. 

 
 

 
 

Cable adjuster adjusted 
all the way in. 
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INSTALLING REKLUSE CLUTCH LEVER RETURN SPRING 

 

4. Remove the clutch lever pin from the perch 
and lever by removing the retaining ring 
form the bottom of the pin. 

      

 
 

5. Disconnect the clutch cable from the clutch 
lever and remove the screw and plastic leaf 
spring from the back side of the lever. 

       

 
 

6. Re-connect the lever to the clutch cable. 
 

7. Guide the long leg of the return spring into 
the hole left by the screw removed in the 
previous step. See following picture. 

      

 

8. Slide the lever with return spring back into 
the perch. Align the hole through the spring 
body with the pin hole in the lever. 

 
Insert the shorter leg of the return spring 
over the lower perch flange and into the 
groove of the perch. See following picture. 

      

 
 
 
 
 
 
 

9. Slide the Rekluse Lever pin through the 
lever and spring body. 

 

10. Place the Aluminum washer over the 
underside of the Rekluse Lever Pin and 
secure with the included retaining ring. See 
following picture. 

      

 
 
 

Note: On some touring models, washer 
will not be used. Secure spring with 
retaining ring. 

 
 
 

Remove Lever Pin 

Center the spring body over the pin 
hole. Snap the short leg of spring over 
the flange and into the groove in the 
perch. 

Remove Screw and 
Plastic Leaf 
Spring 


