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REQUIRED TOOLS 

 

Ã 7mm open end wrench 
Ã 8mm open end wrench 
Ã 12mm open end wrench  
Ã 14mm open end wrench 

Ã 3mm allen key 
Ã 4mm allen key  
Ã 5mm allen key 
Ã Phillips head screwdriver 
Ã Dot 4 brake fluid 

 

INCLUDED PARTS 

 

Ã Left hand master cylinder* 
Ã Stock Master Cylinder Adapter 

Sleeve 
Ã 2 o-rings (1 extra) 
Ã Brake line 

Ã Banjo Bolt 
Ã Replacement crush washers 
Ã Zip tie 
Ã Brake line retainer 
Ã Syringe and tubing 

 
*Note: Gas Gas models use the OEM clutch master cylinder.  

 
  

 

WARNING 
 
Á Brake components are vital to the safe operation of your vehicle. This brake 

system should only be installed by a certified motorcycle technician. 
Á z-Start Left Hand Rear Brake Kit is for Off-Road use only. 
Á Always wear hand and eye protection when installing this brake system. 
Á Braking is a critical aspect of motorcycle riding.  Be sure to allow sufficient 

training time in a safe environment to learn how to use the z-Start Left 
Hand Rear Brake Kit. 

Á As with anything new, it takes time to adjust and train your instincts to brake with 
your left hand. Go slow on your initial ride and allow significant time to become 
familiar with your new brake actuation. Be careful and enjoy your z-Start Left 
Hand Rear Brake! 
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BIKE PREPARATION AND DISASSEMBLY 

  
Note: Hydraulic clutch models skip steps 1-
2. Refer to RMS195-230A Hydraulic Clutch 
Removal Kit. 

 
1. Disconnect the clutch cable and hot start 

cable from the stock perch, and remove the 
perch and clutch lever. 

 

Note:  If you have one, you must 
relocate your hot start.  If you purchased 
the optional z-Start Hot Start, install it 
now. 

 
2. z-Start owners: If you did not purchase the 

Rekluse 2-Finger Clutch Override kit, you 
will need to remove the clutch cable and 
install the basic external adjuster for your z-
Start Clutchðrefer to the z-Start Clutch 
Installation Manual. 
 
z-Start Pro owners: If you did not purchase 
the Rekluse 2-Finger Clutch Override Kit, 
remove clutch cable and perch. 
 

3. Remove your fuel tank and seat for routing 
your new brake line. 

 
4. Remove rear wheel. 
 
5. Remove right-side brake pad. 
 
6. Pump rear brake pedal until rear caliper 

piston(s) bottoms out on left brake pad. See 
photo below. 
 

 
 

 
 
 
 
 
 

WARNING: Ensure brake line is secured 
away from the head pipe of the exhaust 
system to prevent brake line damage. 

 
 
ROUTE YOUR NEW HYDRAULIC 
BRAKE LINE  
 

Note: The threaded end of the brake line 
connects to the master cylinder on the 
handle bars and the banjo end connects to 
the Master Cylinder Adapter Sleeve. 

 
7. Follow the existing routing of the throttle 

cables along the right hand side of the 
frame. Continue along the right hand side of 
the bike dropping down to the stock master 
cylinder.  See following pictures. 

 

        
 

      
 

Note: The included zip tie and/or 
brake line retainer may be used to 
anchor the brake line away from 
heat and pinch points.

Brake Line 

Brake Line 



INSTALL THE ADAPTER SLEEVE 

 
8. Using a 7mm or 8mm end wrench, 

remove the reservoir cap, gasket, and 
diaphragm.  Be prepared for brake 
fluid to spill out.  See following 
picture.  
 

 
 
9. Using a 5mm allen key remove the 

two screws holding the stock master 
cylinder to the frame.  This will make 
installing the o-ring in the following 
step easier. 

    
10. Insert one of the included o-rings into 

the reservoir of the stock master 
cylinder.  Force the o-ring to the 
bottom of the reservoir so it lies flat.  
Use a long screwdriver to guide the o-
ring past the sharp edges of the 
reservoir window to the bottom of the 
reservoirðthis will prevent tearing of 
the o-ring.  

 
11. Use the Rekluse Adapter Sleeve to 

lightly press the o-ring flat against the 
bottom of the reservoir.  See picture 
below and illustration above right. 
 

         

 

WARNING: Improper o-ring 
installation will cause the system to 
leak and ultimately fail. Take the time 
to get the o-ring lying flat at the base 
of the master cylinder. 

 
Note: An extra o-ring is included with 
the kit. 

 
12. Install the Rekluse Adapter Sleeve 

into the reservoir of the stock master 
cylinder.  Slide it down until it hits the 
o-ring, line up the two mounting holes, 
and fasten it to the stock master 
cylinder with the two bolts from the 
stock reservoir cap. See following 
picture. 

 

        

Stock Master 
Cylinder Reservoir 

O-ring properly installed 
at bottom of reservoir. 

Inserting O-ring into stock 
master cylinder reservoir. 

Removing reservoir 
cap and diaphragm. 


