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  TORQDRIVE CROSS-SECTION VIEW 

 

        

 
 

  INCLUDED PARTS 

 

Item   Item  

Ã Lower Pressure Plate H-D 
TorqDrive 

Ã Upper Pressure Plate H-D 
TorqDrive 

Ã 2.25ò compression spring H-D 
TorqDrive 

Ã 1.5ò compression spring H-D 
TorqDrive 
 

  Ã (6) 5/16ò ball 
Ã (6) M6x30mm socket end cap screw 
Ã TorqDrive Top Plate Assembly 

 

 
   
   
   
   
   
   
   
   
   
   

 

  REQUIRED TOOLS 

 

 11/16ò wrench 

 3/16ò hex key 

 7/32ò hex key 

 T-27 Torx bit (supplied) 

 5mm hex key 

 Blue Loctite 243 (oil resistant ï included) 
 

 
 
 
 
 
 
 
 

Lower 
Pressure Plate 

Top Plate 
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spring 
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spring 
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рκмсέ .ŀƭƭ 

рκмсέ .ŀƭƭ 
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  BIKE PREPARATION AND DISASSEMBLY 

INSTALLATION TIPS:  

 In order for the Rekluse Torque Drive Clutch 
to perform properly, it must be mounted 
properlyðread each step of this manual to 
guarantee proper installation. 

 The Rekluse Torque Drive Clutch comes 
with a pre assembled Top Plate. This part is 
spring loaded and should never be 
disassembled. 

 We recommend using OEM Harley-Davidson 
friction and drive plates. If after market plates 
are used we require the top most friction 
plate to be an OEM H-D only.  

1. Place the motorcycle on a suitable lift in an 
upright level position. 

2. Following the guidelines in the H-D Service 
Manual, drain the Primary chaincase oil. 

 

 
3. Holding cable adjuster with İò wrench, 
loosen jam nut using a 9/16ò wrench. 
Adjust the inline clutch cable adjuster so 
that it is all the way in. This step is very 
important or the adjustment of the stock 
throw-out (page 5) will not be correct. See 
following picture. 

 

         
 
 

 

  REMOVING THE PRIMARY COVER AND STOCK PRESSURE PLATE 

 
4. Following the guidelines in the H-D Service 

Manual, remove the Primary cover. On 
some models this will require you to remove 
the shift lever and foot peg. 
 

5. Following the guidelines in the H-D Service 
Manual, remove the 6 bolts holding the 
diaphragm spring retainer, diaphragm 
spring, and pressure plate to the clutch hub. 
 

6. Using an 11/16ò end wrench, and a 7/32ò 
hex key, remove the stock threaded throw-
out and lock-nut from the pressure plate. 
See below. 

 

 

Note: If after market friction plates are 
used (this includes any clutch plates 
other than OEM H-D) the top most 
friction disk must be an OEM H-D. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Cable adjuster adjusted 
all the way in. 

Remove Lock nut and throw-
out from the stock pressure 
plateτthey will  be re-used. 
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  ADJUSTING THE CLUTCH THROWOUT 

 

7. Thread the stock throwout into the hole in 
the Lower Pressure Plate until one rotation 
of threads is engaged. See following 
pictures. 

8. Place the Lower Pressure Plate, with stock 
throwout, over the center clutch hub with 
ball ramps facing out. While applying firm 
pressure into the clutch pack by pushing on 
the Lower Pressure Plate use a 7/32ò Hex 
Key to turn the stock throwout clockwise 
until you see/feel the Lower Pressure Plate 
begin to lift. Next, back out the stock 
throwout by turning it counter-clockwise 
(loosening) 1 to 1-1/2 turns. See following 
pictures. 

Note: This is a very important adjustment 
and requires a sensitive touch. Turn the 
stock throwout slowly, stop turning 
clockwise as soon as you see and/or feel 
the TorqDrive Lower Pressure Plate lift. 
Then loosen 1 to 1-1/2 turn(s). 

        

        

9. Install the stock lock nut onto the exposed 
threads of the throwout and thread the lock 
nut up against the Lower Pressure Plate.  
Ensure that you do not change the position 
of the throwout, set in the previous step, 
when installing the lock nut. 
 

10. Lock the throwout in position by holding the 
throwout with a 7/32ò hex key and torque 
the lock-nut to 6-8 ft.-lbs. (8.1-13.6 Nm) 
with an 11/16ò end wrench. See following 
picture. 

  
 

 
 
 
 
 


