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OVERVIEW

The parts in this kit are designed specifically for your
motorcycle to optimize performance. This kit will replace
several OE (Original Equipment) components with high-
guality Rekluse components.
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o The OE friction disks and drive plates will be replaced
with a Rekluse thin friction EXP clutch pack.

o The OE pressure plate will be replaced with a Rekluse
pressure plate.

INSTALLATION TIPS

e Read the included Safety Information document before
operating the vehicle with the product installed.

e Read this entire document before performing any steps.

. . f__:g:——_-&-' ,f.?:'
e |f you install this product for a fiﬂmj
customer or another person, instruct ;,»%; P

them to read the Safety Information
document and the Installation and
User Guide before operating the

vehicle with the product. N ,;,j
e Protect your eyes and skin — wear

safety glasses and work gloves.

e Lay the motorcycle on its left side when replacing the
clutch. This makes working on the clutch easier and
eliminates the need to drain the oil. Catch any fuel that
may drain from the bike.

e Use the torque specifications found in your OE service
manual.

e [or optimal clutch performance, Rekluse recommends
using fresh, clean oil that meets JASO-MA oil rating
requirements. Rekluse offers Factory Formulated Oil™
developed specifically for Rekluse products. Rekluse
Factory Formulated Oil is a perfect complement to any
OEM or aftermarket wet clutch. Visit www.rekluse.com to
learn more.

TOOLS NEEDED
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12 mm 8 mm socket | Metric Wrench Torque
socket Wrench
\ e 0 ® ;. )
Fluid Catch Phillips 6 mm Hex
Container crewdariver ey
INCLUDED PARTS

The parts included in the kit depend on the bike model. See the
included sheet Setup Sheet for a list of included parts and
diagram.

You can also visit our website at www.rekluse.com/support for a full
parts fiche diagram and part numbers.
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DISASSEMBLING THE CLUTCH

1. Soak the Rekluse friction disks in new ol
for at least 5 minutes. Make sure the
friction disks are coated on both sides.

2. If applicable, turn the fuel petcock to “OFF.”

3. Lay the bike on its left side. Catch any fluids that might
drain into a suitable container

4. Remove the foot peg to gain better access to the cover

5. Remove the brake pedal pivot bolt and swing the pedal
out of the way. NOTE: There is a washer on the
backside of the bqlt between the pedal and the frame.

|

Doc ID: 191-6307003A Pg. 5
Doc Rev: 062424



6. Remove the cover case bolts and the side case

Note: Inspect the OEM side case gasket. If the gasket is
damaged or torn it will need to be replaced before Final
Installation.

7. Remove the OE pressure plate bolts, springs, and
pressure plate.

| II | g IIII'.l U |'|I ||||T ]ﬁ WL@
E:ijﬁ' '\|||I||}Ul1 ] E?«a ‘
'\ . .' || ﬂ'l Mhm m _—'
\L I| | ” l Hi|||||| |||I Hﬂ — —||
8. Remove the OE clutch pack.
T
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Note: TW200 bikes will use the stock pressure plate. Skip to
the “Installing the Clutch Pack” section.

9. Remove the throw out from the stock pressure plate by
removing the top nut and washer.

10. Install the throwout onto the rekluse provided pressure
plate. Leave the lock nut loose as we will use it to adjust
the lever free play.
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INSTALLING THE CLUCK PACK
Notes for Clutch Pack Installation

e Some OE baskets have “half slots” at the top of the
basket tangs. Rekluse products require the entire clutch
pack be installed into the MAIN (deeper) basket slots.
Do not use the “half slots” (see below).

¢ Inspect the clutch basket for damper and/or spring play.

¢ Inspect the clutch basket for notching. Do not install
sleeves or use this product with a notched basket.
Notched basket tang faces can cause the sleeves to
break. Do not use baskets that have been filed,
machined, or modified on the tangs. Replace basket if
necessary.

INSPECT FOR
NOTCHING IN
TANG FACES

\
/

{REPLACE IF
NOTCHED]

Failure to inspect the basket and replace if necessary
could result in death, serious injury, and/or property
damage.
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¢ Inspect your OE center hub and pressure plate flanges for
excess wear. If wear is visible use a drop gauge to verify
that the wear across the flange does not exceed .005”
(.12mm).

ez

~_
%

Flange wear groove
depth should not
exceed 005"

Flange wear
groove
depth

should not
exceed .005"

e Some friction disks are marked with a small colored dot.
This mark is used for processing and can be ignored.
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Install Clutch Pack

1. Install all of the Rekluse basket sleeves into the basket
slots. Make sure the bottom of the sleeve is facing down,
and the sleeve tabs sit against the inside of the basket.

Sleeve tabs sit inside the
basket

Install all the
basket sleeves

Note: When seated in the basket, the sleeve tops may sit
slightly above or below the top of the basket.

Install the Rekluse clutch pack. See the included Setup
Sheet for the proper clutch pack configuration.

2. Reinstall the pressure plate, then install the OE pressure
plate springs and bolts.
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